Serial No. 10/728 369 - 



Page 3 



Amendmen-bs to the Claims 



This listing of claims will replace all prior listings of 
claims in the application. 

Listing of Claims 

1-8 . Cancelled 

9. (New) In a snow-trail grooming vehicle having a 
driving chain or track system and a cable assist pulling 
system having a cable winch, a method for controlling the 
cable winch comprising the steps of: 

detecting a speed of the driving chains- 
detecting a speed of the cables- 
comparing the detected speed of the driving chain and the 
detected speed of the cable; 

determining a desired value for the speed of the cable 
and controlling the cable winch to attain the desired value 
for the speed of the cable - 



10. (New) The method of Claim 9, wherein the step of 
detecting a speed of the driving chain comprises directly 
detecting the speed of the driving chain 



11. (New) The method of Claim 9, wherein the step of 
detecting a speed of the driving chain comprises detecting a 
magnitude proportional to the speed of the driving chain. 



12. (New) The method of Claim 9, wherein the step of 
detecting a speed of the cable comprises directly detecting 
the speed of the cable. 
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13. (New) The method of Claim 9, wherein the step of 
detecting a speed of the cable comprises detecting a magnitude 
proportional to the speed of the cable - 

14. (New) The method according to Claim 9, further 
comprising the step of detecting a pulling force in the cable 
and controlling the cable winch to maintain the pulling force 
below a specifiable highest value for the pulling force. 

15. (New) The method according to Claim 9, wherein a 
chain speed and a cable winch speed are detected. 

16. (New) The method according to Claim 9, wherein the 
speed of the cable is detected as a magnitude and a direction 
relative to a traveling direction of the snow-trail grooming 
vehicle . . 

17. (New) The method according to Claim 9, further 
comprising the step of determining an angle of slope between a 
traveling direction of the snow-trail grooming vehicle and the 
horizontal, and a direction of the speed of the cable relative 
to the traveling direction, for determining the desired value 
for the speed of the cable. 

18. (New) The method according to Claim 9, further 
comprising the step of determining whether the driving chain 
of the snow-trail grooming vehicle is slipping, for 
determining the desired value for the speed of the cable. 

19. (New) A method for controlling a cable winch of a 
snow-trail grooming vehicle, comprising the steps of: 

detecting a traveling speed of the snow-trail grooming 
vehicle over a ground surface according to direction and 
absolute value; 
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detecting a speed of a cable wound on the cable winch 
according to direction and absolute value; 

comparing the detected traveling speed and the detected 
cable speed; and 

determining a desired value for the cable speed for 
controlling the cable winch. 

20. (New) A snow-trail grooming vehicle comprising a 
cable winch, means for detecting at least one of a chain or 
track speed and a traveling speed of the vehicle over a ground 

surface, means for detecting a cable speed, means for 
comparing the detected cable speed and the detected at least 
one of the chain or track speed and the traveling speed of the 
vehicle, and means for determining therefrom a desired value 
for the cable speed. 
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